
SYSTEM SPECIFICATIONS

System Neo by Helioscreen retractable awning

Minimum width 1800mm

Maximum width 7000mm

Maximum projection 3500mm

Installation angle 5-40°

Standard operation Motor (gear unit and hand crank possible)

Fabric colours Over 150 fabric colours

Standard frame colours Standard white + over 120 Dulux and custom powdercoat colours

Valance option Straight fabric valance

The Neo by Helioscreen 
is the ultimate awning for 
convenience, protection, 
and affordability.

Available in an extensive 
range of sizes, colours and 
fabric, it’s the perfect awning 
to complement any building.

Neo is a stand out system 
that combines quality materials 
and proven technology 
with die-cast aluminium 
shoulders and fittings for 
durability and extended life.

When retracted back the 
fabric is protected against the 
elements by an optional colour-
matched aluminium hood.

Neo by 
Helioscreen

TECHNICAL INFORMATION
Brackets Wall, top and fascia fix brackets

Wall mount brackets: 50 x 149mm

Top fix brackets: 145 x 99mm

Fascia brackets: 0°, 10°, 20° and 30° (for up to 3000mm projection)

Mechanism Die-cast aluminium shoulders and fittings for extended life

High tension spring arms with four cables 

Galvanised 80mm roller tube and torsion bar

Sun and wind 
control systems

Optional automation via wind control sensor

Optional automation via Soliris sun and wind sensor

Automated reaction in high winds

Adjustable wind sensitivity levels

RETRACTABLE 

AWNING
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Installation variations
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Wall mount  
with optional aluminium hood Rafter mount

Wall mount

Dimensions with Flexible Tilt Control

Top mount
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Bracket details

Approximate weights in kgBracket spreader plate

Fascia brackets
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Wall mount
2 Holes: 14 x 24mm

Top mount
2 Holes: 14 x 24mm
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Classic fascia brackets
(12mm steel – all holes Ø12mm)

Proj 2000 2500 3000 3500

Width

2500 32
3000 36 38
3500 39 42 43
4000 42 45 47 51
4500 46 48 50 54
5000 49 52 54 58
5500 52 55 57 62
6000 56 59 61 65
6500 59 62 64 69
7000 66 70 73 79

Helioscreen Australia Pty Ltd – Dealers Australia Wide 

www.helioscreen.com.au | enquiries@helioscreen.com.au | Phone 1300 766 319 
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